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DESCRIPTION

SpECseal 210 is a two component, epoxy resin

based, pouring grade, joint sealant designed for 

limited movement, crack control or longitudinal

joints where a high degree of resilience, abrasion,

impact and chemical resistance is required.

TYPICAL USES

SpECseal 210 is ideally suited for sealing joints in

industrial traffic areas e.g. factories, warehousing,

traffic aisles, corridors, car parks and hangars. 

ADVANTAGES

· Hard wearing and resilient - suitable for

industrial traffic.

· Applied flush to floor - supports joints arises in

industrial situations.

· Petrol, oil and chemical resistant - can be used

in harsh environments.

· Pouring grade formula - easy to use.

· No priming required - excellent bond to concrete,

asphalt and steel.

TECHNICAL DATA

Colour black or grey

Movement 

Accommodation Factor 10%  

Joint size/joint dimensions

Minimum depth 10mm

Maximum depth 25mm

(The ideal depth of joint should not exceed its

width)

Bond Strength Excellent

adhesion to

concrete and

SpEC Flooring

Materials

Shore hardness 60-70

Pot life 2 hrs @ 20°C

Service temperature -20°C to 65°C

Traffic times 24 hrs light traffic 

CHEMICAL RESISTANCE

24hrs     48hrs      7days    14days

Hydrochloric Acid 10% U U U U

Nitric Acid 10% U U U LA

Sulphuric Acid 10% U U LA LA

Acetic Acid 5% U LA A A

Citric Acid 5% U U U A

Ammonium Hydroxide 5% U U U U

Sodium Hydroxide 30% U U U U

Bleach 5% U LD D D

Brine 10% U U U U

Sugar Solution 10% U U U U

Detergents U U U U

Hydraulic Fluids (Skydrol) U LA A A

Isopropyl Alcohol U U LA LA

Linseed Oil U U LA LA

Lemonade Concentrate U U U LA

Water U U U U

Petrol U LA LA LA

Key:    U: Unaffected     D: Discoloured    A: Attacked

L: Slightly

All Specimens were fully immersed for the 

duration of test. Experiments were carried out

under controlled laboratory conditions and are for

guidance only. For details regarding resistance to

chemicals other than those listed, contact our

Technical Department.

Note:

1) In all cases of chemical spillage, it is essential

that the spillage be removed as quickly as

possible and the surface washed down with

water.

2) Keep chemicals off the surface until SpECseal
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210 has cured fully (min. 7 days). Do not allow

material to come into contact with water for a

period of less than 7 days or discolouration may

occur.

APPLICATION

Surface Preparation

All joints should be prepared to provide clean,

sound surfaces. Preparation should be grit blasting,

angle grinding, scabbling, needle gunning or similar

mechanical means.

When resealing old joints, broken arises should be

made good using SpECbuild EM.

All joints should be blown clean with oil free 

compressed air.

SpECseal 210 can be applied onto slightly damp

surfaces (not subject to running water).

Joint Design

Install SpECcord closed cell polyethylene joint

backer or debonding tape (as appropriate) into the

base of the joint to ensure the optimum depth to

width ratio is achieved and prevent SpECseal 210

from adhering along its base. 

Mixing 

Pour the entire contents of the smaller Pack B 

into Pack A and mix using a slow speed drill and 

suitable paddle for pack size. Mix for at least 3

minutes then scrape down sides of tin and mix for

a further 1-2 minutes to ensure complete mixing. 

Application

Mask off joint edges to ensure a neat finish and

pour SpECseal 210 flush with the surface. Gently

run a bull nosed trowel or similar over the surface

to break any air bubbles which appear. Remove

masking tape before initial cure of SpECseal 210.

APPLICATION TEMPERATURE RANGE

4°C to 65°C

EQUIPMENT CLEANING 

Clean all tools and equipment immediately after

use with SpECtop Cleaning Solvent.

PACKAGING AND YIELD

SpECseal 210 is supplied in 4 litre factory 

controlled and weighed units.

COVERAGE

1 litre of material fills the following length of joint

in metres.

Depth of Joint Width of Joint 

(mm)       (mm)

10 15          20        25         30

10 10         6.70        5.00      - -

15 - 4.45        3.33     2.67      2.23

20 - - 2.50     2.00      1.67

STORAGE AND SHELF LIFE

SpECseal 210 has a shelf life of 12 months if

stored in the original sealed containers at 

temperatures between 5°C and 25°C.

HEALTH & SAFETY

Avoid ingestion.

Avoid contact with skin.

Wear gloves or barrier cream.

Protect eyes.

Ensure good ventilation.

Use hand cleanser and wash thoroughly after use.

For full details refer to Material Safety Data Sheet

available on request.
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Whilst the information and/or specifications given are, to the best of our knowledge, true and accurate, no warranty is given or implied in connection with any 
recommendations or suggestions made by us, our representatives, agents or distributors as the conditions of use and labour involved are beyond our control.

If it is proven that the product does not perform as described in our TDS, SpEC’s liability extends solely to the free replacement of product, once the claim has 
been accepted after due investigation by SpEC. SpEC will not entertain any claims involving any form of consequential costs or damages such as shipping 

costs, custom duties, damages to third parties, damages to structures, penalties from delay of a project or any other form of consequential damage.


